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ARD-GL-008

Long-stem angle globe valve · PN40 · SW
A right-angle globe valve with a long stem and CF8 body. The catalogue lists

DN32, DN40 and DN50 socket-weld options for cryogenic pipe layouts.

Sizes and pressure ratings depend on construction, materials and configuration. Confirm the
selected pressure-temperature rating with the quotation.

Product illustration. Appearance and dimensions depend on the selected configuration.

Selection Specification

Size range DN 32-50

Pressure ratings PN40

Temperature -196 to +80°C · series*

Connections Socket weld (SW)

Medium LNG, LOX, LN2, LAr, CO2

Define your requirement

Specify medium, design pressure and temperature, nominal size, connection standard, operation, quantity and required

inspection documentation.

View this product and request a quotation

This catalogue datasheet supports selection and enquiry. It is not a certified pressure-temperature curve, installation drawing or
order-specific approval.

https://ardencryogenics.vercel.app/products/pn40-long-stem-angle-globe-sw/
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Technical specification

Parameter Specification

Size range DN 32-50

Pressure ratings PN40

Connection Socket Weld

Design Long stem

Operation Manual handwheel

series temperature* -196°C to +80°C

Medium LNG, LOX, LN2, LAr, CO2

End connections

Illustrated arrangement: Horizontal side socket and downward socket at 90 degrees, square bolted bonnet, long

extension and blue wheel.

Connection detail Selection requirement

Published connection Socket Weld

Socket interface Confirm pipe outside diameter, socket bore, depth and wall thickness for the chosen size.

SW is not a threaded or butt-weld interface.

Materials

Component Material / option

Body CF8

Disc S30408

Engineering requirements

Topic Requirement

Dimension data Order-specific dimensions required; no matched dimension table is published for this

configuration.

Installation drawing Confirm end-to-end length, socket bore/depth, pipe size and wall thickness, overall height

and operating/removal clearance.

Pressure-temperature rating Obtain the allowable-pressure table or curve versus temperature for the selected body, seat

and seals, including minimum and maximum design temperature. Nominal rating and a

family temperature range do not define this curve.

Configuration features

• Catalogue body: CF8

• Published connections: Socket Weld
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Selection notes

Sizes and pressure ratings depend on construction, materials and configuration. Confirm the selected

pressure-temperature rating with the quotation.

*-196 to +80°C is the series/reference range. It does not establish the allowable pressure at each temperature or

suitability of every seat, seal and actuator. Confirm the selected assembly’s minimum design temperature and

pressure-temperature curve.

PN, ASME Class and safety-valve set pressure are separate values. Confirm allowable pressure versus temperature, material compatibility,
oxygen cleaning, trapped-liquid relief and required certification for the selected assembly. Liquid hydrogen and helium service require a
separate assessment.


